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Date

introduced Chassis No. Unit No. Modification
1940
( 3 Aug. 40 000 026 Frame number
Now: Punched-in by hand on
the flat surface at the head
end of the frame
1945
16 May 45 052 016 Frame number
Now: punched-in by hand into
the frame tunnel, right-hand
side, underneath the rear
geat '
Formerly: punched-in by hand
(h” on the flat surface at the
head end of the frame
1948 073 816 Choke control cable
Now: not spring loaded
1949
5 Jan. 49 091 914 Heating control cable
Now: double control cable
Formerly: single control
cable
18 Jan. 49 09% 130 By, AEEFTREYS Floor plate, left and right
Now: with cavity underneath
the rear seat
.
25 Jan. 49 093 834 Throttle control cable

Now: elbow at front end
Formerly: loop

Daté
introduced

Chassis No.

Unit No,

Modificsetion

29 Apr. 49

6 May 49

20 May 49

22 June 49

Oct. 49

Oct. 49

Oct. 49

Oct. 49

Nov. 49

102 537

1-0103 039

1-0105 175

1=-0107 101

1-0124 001

1-0125 054

1-0128 058

1-0128 116

1-0129 619

Fr. 109 131

Fr. 115 523

Fri 150 028

Fr. 135 264

Fr. 136 368

Pedal bearing

Now: additional grease nipple
at light metal bearings

Heating control cable

How: guide tube ends with
rubber plugs

Throttle control cable

Now: elbow secured in front
by cotter pin
Formerly: circlip

Frame Number

Now: punched-in with stencil
in longitudinal direction
into flat surface of the
frame tunnel

Front frame cover

Now: gasket underneath cover
Frame
How: anti-drone agent

sprayed on

Accelerator pedal

Now: larger roller

Runner, left, for driver's
seat

Now: raised 15 mm

Frame

How: anti-drone agent no
longer sprayed on



Date
introduced

Chasagis No.

Unit No.

Modification

1950
10 Feb. 50

24 Mar. 50

29 Apr. 50

22 May 50

5 June 50

12 June 50

13 July 50

1-0146 222

1-0154 928

1-0162 444

20-000 627

20-000 723

20-000 B38

20-001 146

Fr.,

162 801

Throttle control cable

Now: pin and loocp at
front end
Formerly: elbow with
cotter pin

Frame number

Now: punched-in by stencil
into the left vertical surface
of the cross member.

Formerly: punched by stencil
in longitudinal direction

into the surface of the

frame tunnel

Heating control knob

New: rotary knob

Guide tube for clutch cable

Now: holder in wheel arc

Hand shift lever

Wow: wider collar

Guide tube for clutch cable

Now: cable relocated into
gside member arc

Formerly: located in wheel
arc, with holder

Spring plate (rear axle)

Now: shortened by 3 mm to
compensate for welding
deformation at cross tube

Date

introduced Chassis No. Unit No. Modification

21 Aug. 50 1-0186 361 Heating system control
mechanism
Now: hex. head screw 9 mm
Formerly: sloited screw

11 Aug. 50 Accelerator pedal
Now: pin
Formerly: screw

12 Sept.50 1-0192 742 Throttle control cable
Now: sleeve for thrust spring
(standard equipment)

17 Oet. 50 1-0202 OT1 Handbrake lever
Now: shorter

1 Nov. 50 20-005 198 Heating control cable,

left-hand side
Now: cable shortened by 10 mm

14 Nov. 50 1-0208 635 Bearing head for brake rod
Now: safety plate at hand
breke cable

12 Dec. 50 20-007 501 Shift rod
Now: greased against frost
at carrier passages

1951

5 Jan. 51 20-008 308 Torsion bar setting

Now: 4 - 5 5 5 i
Formerly: 5 - 6 |

17 Jan. 51 1=0224 763 Throttle control cable

Now: 64/63 mm long sleeve for
thrust spring
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Date
introduced

Chassis No.

Unit No.

Modification

9 Feb. 51

15 Feb. 51

22 Jan. 51

21 Feb. 51

15 Mar. 51

25 May 51

22 June 51

31 July 51

20-009 940

1=-0225 511

20-010 581

20-011 368

1-0253 756

20-014 685

1-0272 406

Throttle control cablé

Now: guide sleeve for thrust
spring

Engaging sleeve for heating

control cable

Now: additional notch as
intermediate stage

Pin for throttle control cable

Now: 2.2 mm dia,
Formerly: 2.1 mm dia.

Front side members and

front end member

Now: raised underneath
floor plate

Clutch cable

Now: arranged straight through
crcss members
Formerly: in side member arc

Cable: battery to starter

Now: 965/960 mm long
Formerly: 865/860 mm long

Fresh air and heating

control cable

Now: laid through seat box
Now: heat control by means
of rotary knob

Formerly: pull handle

Handbrake lever

Now: covered by rubber sleeve
at frame tunnel

Red.g. 000 001
Red.g. 456 614

Date
introduced Chassis No. Unit No. Modification
- 8 Aug. 51 1-0274 656 Handbrake lever
Now: covering at frame
tunnel no longer provided
24 Aug. 51 20-015 938 Jack socket
Now: rearranged at front
cross member
Formerly: on floor plate
1952
22 Jen. 52 1-0316 900 Handbrake lever
Now: cevering provided at
frame tunnel (for export
only)
18 Mar. 52 20-023% 100 Spring plate bearing, left
and right
Now: reinforced
20 Mar. 52 20-023 200 Spring plate bearing, left
and right
Now: marking relocated,
ribs reinforced
20 June 52 1-0365 201 Red.g. 418 210 Clutch cable adjusting nut ‘
21 June 52 20-028 853 ;
Now: reduced diameter, clutch '
lever with spherical recess
1 Oet. 52 1-0397 023 Fr. 415 437

Throttle control cable i
Now: modified lay-out

arrangement; connected 1in
front to pipe bend I
[

Heating control

Now: rotary knob with fine
regulation
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Date
introduced

Chassis No.

Unit No.

Modification

13 Oct. 52

15 QOot. 52

8 Now. 5

10 Nov. 52

13 Nov. 52

20-035 233

1-0402 005

20-038 114

1-0411 340

20-038 475

Transmission suspension

Now: softer three-point
rubber suspension

Clutch cable

How: Bowden cable

Frame number

Now, standard arrangement:
on the inside of the frame
end plate, right-hand side
For export: on the inside
of the left front brake
line clamp

Cross tube for engine support

Now: new gusset plate, adapted
to the bend of the cross tube

Shock absorber, rear

Now: hex. head bolt
22 + 1 mm long
Formerly: 20 + 1 mm long

Brake pedal

Now: eye recessed about
2 - 2.5 mm before calibration

Bearing cover for rear

axle brace

Now: cover plate caulked
Formerly: secured by cotter pin

Accelerator pedal

Now: narrcower lever

Date :
introduced

Chassis No.

Unit No.

Modification

12 Dee: 52

14 Dec. 52

1223
2 Jan. 53

15 Jan. 53

5 Mar. 53

1-0423 119

20-&41 712 Red.g. 456 602

20~-042 861

20-046 792

Fra

440 321

Choke control cable

Now: MIPOLAM protective hose
between frame and engine,
670 mm long

Spare frame

Now: letters KD in front
of frame number
Formerly: letters KT

Handbrake lever

Now: lengthened
Formerly: short lever

Clutch cable

Now: Bowden cable with
sheathing

Formerlyt without sheathing
Now: angle bracket at
transmission case

Heating control

Now: rotary knob with spindle
Formerly: pull knob

Choke control cable '

Now: MIPOLAM protective
hose for the entire cable

Hex. head screw for brace hub

Now: 10 K - DIN 267
Formerly: DIN 960 AM
12 X T«H X A5

Hub for shift rod coupling

Now: cylindrical bore






